
PLOT 250

HARDWARE

Overall dimensions: 3200 x 2400 x 1900 mm

Cutting area: X 2500 | Y 1250 mm | Z 2000 mm

Structure: Powder coated steel

Maximum axes speed: 13 m/min

Wire length: 2000 mm

Accuracy: +/- 0.05 mm

Cutting wire diameter Ø: 0,25 - 0,30 mm

Type of cutting wire: Titanium

Power supply: 220/230V 50/60Hz

Single wire absorption: 1 kW

Wire tensioning: By springs

Wire temperature regulation: External potentiometer

Motors: Stepper

No. axes: 4 Independent + Vertical Turntable

X-Y axes transmission: Recirculating ball bearing guides and toothed belts

Table top: Powder coated steel

Weight: 400 kg

ACCESSORIES & OPTIONS

Working station: Included

Wireless handheld keypad: Included

Sliding rollers for EPS block: Included

Dell PC and monitor: Optional

Carver: Optional

Vertical turntable: Optional



NETTUNO DOCKER CAM

Set starting point for 2 axes function + simulation Included

Nesting function machining + simulation Included

4 Independent exes function + 3D preview + simulation Included

Nesting function for independent axes Included

Shape builder Included

Shape catalogue Included

Choose starting point function Included

Manual traits association Included

Choice of side/drawing Included

Lathe machining whith adaptive rotation based on diameter Included with Vertical turntable

Torsional lathe (also on three sides) + 3D preview + simulation Included with Vertical turntable

Circular text or logo Included with Vertical turntable

3D Lathe: Included with Vertical turntable

Improved resolution of silhouettes Included with Vertical turntable

Direct STL scaling Included with Vertical turntable

Offset input Included with Vertical turntable

WEDGES: Included

Development of curved cuts through the matching between profile and curve path Included

3D simulation with realistic shape modeling Included

Automatic sectioning of the file along the surface of the shape to be cut Included

Saving the sections to be cut with the possibility of re-executing the cut at any time Included

NETTUNO CUTTER

3D cutting area display Included

Piece size display Included

Real-time axes movement display on 3DP Included

Axis movement via physical joystick and virtual joystick Included

Toolpath simulation for 2 axes Included

Toolpath simulation for independent axes Included

Toolpath simulation for Lathe machining Included with Vertical turntable

Automatic wire positioning for turnings/Lathe machining Included with Vertical turntable

Possibility to move in position from absolute and relative coordinate Included

Saving axes position Included

Possibility to set a time pause in the corners during processing Included

Control of wire integrity by microprocessor Included

Data manager Included with Industry 4.0 
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